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The Great Aluminum Cover-Up 

— how to paint the stuff 



Editors' Note. Various potentially dangerous chemicals are used in cleaning and preparing aluminum for painting. Along with the author's 
suggestions, remember to provide proper ventilation of your work area and that many chemicals can damage skin and eyes. Also, acetone 
and lacquer thinner are highly flammable. 1 1-1 trichioroethylene may be more difficult to obtain in hobbyist quantities but is one of the non- 
flammable "safety solvents." Above all, if you are not sure of a chemical's risks, assume the worst. Either find out how to use them safely or 
don't use them! 



Let's face it, aluminum is 
hard to paint. Some- 
times we'd rather switch 
than fight. 

Wood cabinets are great 
if you want the antique 
look, but it doesn't fit in 
well with the rest of your 
modern gear — and the 
shielding properties are not 
the best. Steel takes paint 
easily, but the material is 
hard to work with. Drilling 
is okay, but the stuff sure 
dulls a nibbling tool fast. 
Also, bending a fair-sized 
piece is more than my small 
brake can hack. Sheet steel 
is not the most readily avail- 
able material for the home 
hobbyist, anyway. Alumi- 
num is the ideal material to 
work with, if only it could 
be finished easier. 

There is, of course, the 
trend toward plastic cover- 
ing materials. Although dry 
transfers will adhere rea- 
sonably well to plastics, de- 
cals can be a problem. Also, 
the available textures and 
colors may not suit your 
needs. 

There is the old standby 
of etching in a lye bath, but 
I get tired of all the satin 
aluminum panels staring 
me in the face, and some- 
times gray stains which are 
not removable appear dur- 
ing the process. A good 
etch involves many of the 
same steps I'm going to 



cover below, so why not 
paint? The fact is, it is possi- 
ble to paint aluminum reli- 
ably. 

I began to understand 
the secrets of painting alu- 
minum when I started con- 
struction of a home-built 
airplane. Aircraft people 
worship aluminum for its 
structural properties, so 
they had to learn to put on 
finishes that would not 
come right off. The primary 
secret of this process is that 
cleanliness is next to godli- 
ness] You will not get paint 
to stick to aluminum if any 
grease or oil is left on the 
surface. 

There are two types of 
cleaning agents useful for 
cleaning aluminum. One is 
a solvent cleaner, such as 
acetone or trichioroethyl- 
ene. The other is a deter- 
gent cleaner. Although the 
latter is generally a more 
powerful degreasing agent, 
it does react with aluminum 
and it has other problems. 
The more powerful deter- 
gents are quite caustic and 
combine chemically with 
aluminum. This is not al- 
ways bad, but you may not 
want that action. Also, 
whereas solvents will evap- 
orate completely from a 
surface, the detergent may 
leave a soapy residue. (You 
may clean off this residue 
with a solvent.) 



As a general rule, keep 
the aluminum panel or 
piece reasonably clean as 
you work with it. Of course, 
fingerprints are inevitable, 
but don't plop the piece in a 
grease smudge when you 
set it down, and never leave 
a piece of aluminum sitting 
on a concrete floor because 
concrete and aluminum re- 
act strongly. 

When all the drilling, cut- 
ting, and filing are done, 
you are ready for finishing. 
Clean the part in a mild de- 
tergent. Rinse thoroughly 
with plenty of water. Wait 
— don't pick up that piece! 
Even if you think your 
hands are clean, oil will ap- 
pear on your skin very 
rapidly. From this point un- 
til the piece is primed, it 
must not be handled with 
bare fingers. Although 
paper towels can be used if 
you are careful, I recom- 
mend we.aring plastic or 
rubber gloves. 

The next step is called 
chemical conversion. The 
idea is to replace the sur- 
face layer of aluminum 
with some chemical to 
which the pain will adhere 
better. Although there are 
special mixtures sold for 
this purpose, they are not 
usually easy to come by. 
The easiest and cheapest 
way I have found is to use a 



product called Aluminum 
Jelly (although Naval Jelly 
also will work). This stuff is 
found in most hardware 
stores. 

Brush the goop on, let it 
sit for a few minutes, and 
then rinse it off, using lots 
of water. You won't notice 
any change of appearance 
at this point. Next is a two- 
step cleaning process. 
Again use the mild deter- 
gent, followed again by a 
thorough rinse. Now, clean 
it with a solvent cleaner, 
such as lacquer thinner or 
trichioroethylene. Unfor- 
tunately, this immediately 
raises a problem. These sol- 
vents will probably dissolve 
your gloves! For this step 
you must use your bare 
hands, handling the alumi- 
num part with a paper tow- 
el. Now we are ready to 
paint. 

Aluminum must be 
primed with a zinc chro- 
mate primer. Don't settle 
for anything else. There are 
two kinds of zinc chromate 
primer. One is yellow, the 
other is green. The green 
stuff is recommended for 
aluminum, but unfortu- 
nately it is hard to get. The 
yellow kind is found in most 
hardware and paint stores, 
and will work, although it 
should be your second 
choice. Try to find the green 
primer at aircraft supply 
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stores. It is available in 
spray cans. 

Applying the primer calls 
for a good spraying tech- 
nique. The primer dries 
pretty fast, so you can give 
the piece a quick, light 
coat, wait one or two 
minutes, and then give it a 
heavy coat. This helps to 
prevent runs. If after the 
piece dries you have any 
runs, "orange peel," or dust 
in the finish, sand carefully 
with number 600 sandpa- 
per. If you have to sand, re- 
member to wear gloves, 
and do a follow-up by 
cleaning with isopropyl al- 
cohol. This solvent will re- 
move a reasonable amount 
of crud, while not dissolv- 
ing the primer. 

Now you are ready for 
painting. If spraying, I rec- 
ommend that you buy the 
type sold for painting plas- 
tic model airplanes. There 
is a tremendous selection 
of colors available, both 
matte and glossy. More im- 
portant, however, is the 
spray head. These spray 



cans have heads with tiny 
holes which give an ex- 
tremely fine spray, produc- 
ing a very smooth finish. 
After spraying, allow at 
least twenty-four hours for 
drying, especially if you are 
dealing with more than one 
color. 

Next, letter the panels 
with dry transfers or decals. 
Whichever you use, they 
should be protected by a 
clear finish. So, again from 
the model paint counter, 
use either a clear matte or 
clear gloss spray. Be careful 
when spraying a clear fin- 
ish, because it is very easy 
to put it on too thick. Use 
very thin coats, especially 
on the matte. The matte 
will dry in a few hours. The 
gloss should be put on until 
it first begins to look shiny, 
and then it should not be 
handled for twenty-four 
hours. 

There, that wasn't hard, 
was it? It was? Yes, but 
aren't the results worth 
it? ■ 




FOX-TANGO CORP. 

Box 15944s. West Palm Beach. FL 33406 



Visa/MC wstcomad. Money back if not satisfied. 





CW (Hz) 


SSB-AM (kHz) 








1 




1 




m 






o 
so 


© 


YAESU S55 EACH 


•FT-I01/F/FR-10I 


















*«* 


*«* 




•FT-301/FT-7B/620 




>s 
















IS" 




•FM01/101ZD/107 








f 












V* 




FT-4O1/S6O/570 








v* 
















FT-200 /TEMPO 1 
























KENWOOD 1 $55 EACH 


TS-520/R-399 






w 










■,v 


a 2 


id IF $125 
1-820 only 


TS-SM/R-820 


















forF 


HEATH $55 EACH 


1 ALLHF l^l^l ! 1 1*^1*^1 1 1 



FOR PRICESSEE NOTES . 



R-4C 
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GUD Product Detector - w pcb w relay double balancad type $30 
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Yaesu owners — join FT Club 
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EQUALS OH EXCELS $409 COLLINS UNIT 



$7.US/$8 Canada $12 Worldwide 



•DIODE SWITCHING BOARDS available to permit 1 , 2 or more filters 
than those for which manufacturer provides room. SPECIFY make and 
model. Single-filter type: $12 Airmail postpaid 

Dual-filter type: $21 Airmail postpaid 

Florida residents add 4% (sales lax) (FOREIGN ADD $3 per filter) 

BROCHURE ON REQUEST 

Dealer Inquiries Welcomed ,^323 



CALL 
TOLL 
FREE 



800-545-781 4 



CALL 
NOW 
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MorseMatic™ Contest Keyer 



AEA 



Brings you the 
BreaKfnrough! 
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TEN-TEC 

DELTA and OMNI-C 



All AEA in stock for quick delivery 
Call for quote on Morsematic, Contest 
Keyer, Keyers & Trainers. Special Pack- 
age Deals available with Bencher Paddles 
CALL NOW!!! TOLL FREE!!! 



IN STOCK - CALL FOR YOUR PRICE 
TOLL FREE'.!! 
We have the lowest prices, fast delivery, 
free shipping most items, & TOLL FREE 
Orderline. 



Also Stocking: AZDEN-ICOM-BENCHER-HYGAIN-KANTRONICS-LARSEN-MIRAGE-AVANTI & MORE 



Pecos Valley Amateut Radio Supply 

112 W. First St., Roswell, NM 88201 • (505) 623-7388 in New Mexico, Evenings. & Sundays 



OPEN 10-5 M-F & 

10-4 Sat 
MC & VISA Welcome 



Reader Sen/ice— see page 130 
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